4 TERRAM
BARRIER MESH

DESCRIPTION: A high quality durable barrier fencing mesh. Manufactured in different weights, colours and grades to suit

the relevant application.

TYPICAL APPLICATIONS: ideal for cordoning off areas on construction sites and at sporting events

COMPOSITION
Extruded Yellow / Orange / Blue / Green PP mesh

PHYSCIAL PROPERTIES (Typical Values)

Weight/m2 EN ISO 9864 g 400
Minimum Temperature °C Not brittle at —10
Maximum Temperature °C 70

Roll Width m 1

Roll Length m 50

Roll Weight Kg 7

PACKAGING & IDENTIFICATION: Terram Barrier Mesh is supplied as a shrink wrapped roll, either loose or on a pallet.

STORAGE: Mesh is re-usable and advised to be stored as rolls, either internally or externally, in a dry location away from
direct sunlight.

QUALITY: Terram Barrier Mesh is supplied having met internal Quality requirements in accordance with our Quality
Management System which is certified to 1ISO 9001:2015.

Reported values are provided for product selection guidance and internal Quality Control processes only. Roll weight is
provided for lifting guidance only and does not form part of the product Quality Plan.

ADDITIONAL INFORMATION: The Mesh contains 20% recycled Polypropylene.

For further information on product care and maintenance, please contact Terram Technical Support.

Terram® (a trademark of Berry Global, Inc. or one of its affiliates) reserves the right to change the properties listed on this data sheet without prior notice.
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